




3.95
TPNA-1000 - Section III: Installer Measurement Functions

Spectrum Test Parameters

Perform the following steps to select the Spectrum test parameters:

1. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight SPECT
TEST.

2. Press the center of the Scroll Wheel
to select the spectrum test
parameters.

3. The spectrum test parameters
window will appear.

4. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight the
parameter to edit.

5. Use the alphamuneric keypad to
enter the test parameters.

6. Press the center of the Scroll Wheel
to save the test parameters.

7. When done editing test parameters,
select the RETURN soft key to go
back to the Autotest Info Window.
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Tilt Test Parameters

Perform the following steps to select the Tilt test parameters:

1. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight TILT TEST.

2. Press the center of the Scroll Wheel
to select the Tilt test parameters.

3. The Tilt Plan Window will appear.

4. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight the
channels to include in the Tilt Test.

5. Press the center of the Scroll Wheel
to select the Tilt channels.

6. When done adding channels, select the RETURN soft key to go back to the Autotest
Info Window.
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Limit Test Parameters

Perform the following steps to select the Limit test parameters:

1. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight LIMIT TEST.

2. Press the center of the Scroll Wheel
to select the limit test parameters.

3. The limit test parameters window will
appear.

4. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight the
parameter to edit.

5. Use the alphamuneric keypad to
enter the test parameters.

6. Press the center of the Scroll Wheel
to save the test parameters.

7. When done editing test parameters,
select the RETURN soft key to go
back to the Autotest Info Window.
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QAM Test Parameters

Perform the following steps to select the QAM test parameters:

1. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight QAM TEST.

2. Press the center of the Scroll Wheel
to select the QAM test parameters.

3. The Channel Plan Window will
appear.

4. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight the
channels to include in the QAM Test.

5. Press the center of the Scroll Wheel to select channels or simply select the ALL soft
key to select all channels.

6. When done adding channels, select the RETURN soft key to go back to the Autotest
Info Window.



3.99
TPNA-1000 - Section III: Installer Measurement Functions

Cable Modem Test Parameters

Perform the following steps to select the Cable Modem test parameters:

1. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight CM TEST.

2. Press the center of the Scroll Wheel
to select the cable modem test
parameters.

3. The cable modem test parameters
window will appear.

4. Use the  (Up Arrow) and
 (Down Arrow) buttons or the

Scroll Wheel to highlight the
parameter to edit.

5. Use the alphamuneric keypad to
enter the test parameters.

6. Press the center of the Scroll Wheel
to save the test parameters.

7. When done editing test parameters,
select the RETURN soft key to go
back to the Autotest Info Window.



TPNA-1000 - Section III: Installer Measurement Functions
3.100

Editing an Exisiting Autotest
Perform the following steps to edit an existing Autotest:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight the autotest you wish to edit.

2. Select the INFO soft key.

3. The Autotest Info Window will appear.

4. Perform the steps outlined in the previous
section to edit any of the test parameters.



3.101
TPNA-1000 - Section III: Installer Measurement Functions

Delete an Autotest
Perform the following steps to delete an existing Autotest:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight the autotest you wish to delete.

2. Select the DELETE soft key.

3. A warning dialog will appear.

4. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight either the OK or Cancel Button.

5. Press the center of the Scroll Wheel to
either delete the autotest (OK) or exit
without deleting (Cancel).
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Executing an Autotest
Perform the following steps to execute an Autotest:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight the autotest you wish to execute.

2. Select the START soft key.

3. If a channel plan other than the current
channel plan is required for the autotest, a
warning dialog will appear. Otherwise,
proceed to Step 6.

4. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight either the Yes or No Button.

5. Press the center of the Scroll Wheel to
change the channel plan and execute the
test (Yes) or exit without executing the
autotest (No).

6. The status of the autotest will be displayed
as a progress bar. As each test is
completed, it will be indicated by a “ ”.

7. At any time during the testing, select the
EXIT soft key to quit the current test.

8. A warning dialog will appear.

9. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight either the Yes or No Button.

10.Press the center of the Scroll Wheel to exit the autotest without finishing  (Yes) or to
continue the autotest (No).

When the Autotest is completed, the TPNA-1000 will automatically build a file, and name the file
with the project name followed by a “-” and the number of times the project has been executed.

If the project includes several test items, the test results will be saved as the same name but the
file type will differ.




