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Adjusting the Reference Level

Manual Adjustment
Perform the following steps to manually adjust the reference level:

1. Press the AMPL soft key.

2. Use the alphanumeric keypad, 
(Up Arrow) and  (Down Arrow)
buttons or the Scroll Wheel to highlight
REF.

3. Press the center of the Scroll Wheel to
select the reference level.

3. The REF dialog box will appear.

4. Use the alphanumeric keypad, 
(Up Arrow) and  (Down Arrow)
buttons or the Scroll Wheel to adjust the
reference level.

4. Press the center of the Scroll Wheel to
save the reference level or press the
ESC  (ESC) button to quit without

saving.
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5. HUM Measurement
Chapter 5

Overview
The TPNA-1000 provides the ability to measure 50/60 Hz, 100/120 Hz, 150/180 Hz, and 200/240
Hz HUM distortion for analog channels. For more information on how to select the HUM frequency,
see Section II: Setup & Utility Functions, Chapter 2: Setup, Measurement Settings, HUM
Settings.

Perform the following steps to enter the HUM Measurement Mode:

1. Select the MENUMENU  button to return to the last
Navigation Menu.

2. Select the SERVICE softkey.

3. From the SERVICE Navigation Menu,
select the HUM menu icon.

4. The HUM Measurement Window will
appear.
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Adjusting Channel
Perform the following steps to adjust the channel:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight CH.

2. Press the center of the Scroll Wheel to
select the channel.

3. Use the alphanumeric keypad,  (Up
Arrow) and  (Down Arrow) buttons or
the Scroll Wheel to adjust the channel.

4. Press the center of the Scroll Wheel to save
the channel or press the ESC  (ESC)
button to quit without saving.

Adjusting Center Frequency
Perform the following steps to adjust the center frequency:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight CENT.

2. Press the center of the Scroll Wheel to
select the center frequency.

3. Use the alphanumeric keypad,  (Up
Arrow) and  (Down Arrow) buttons or
the Scroll Wheel to adjust the center
frequency.

4. Press the center of the Scroll Wheel to save
the center frequency or press the ESC

(ESC) button to quit without saving.
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6. C/N Measurement
Chapter 6

Overview
The C/N Measurement Mode allows the user to test the Carrier to Noise Ratio of a cable system.

Perform the following steps to enter the C/N Measurement Mode:

1. Select the MENUMENU  button to return to the last
Navigation Menu.

2. Select the SERVICE softkey.

3. From the SERVICE Navigation Menu,
select the C/N menu icon.

4. The C/N Measurement Window will appear.
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Adjusting Channel
Perform the following steps to adjust the channel:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight CH.

2. Press the center of the Scroll Wheel to
select the channel.

3. Use the alphanumeric keypad,  (Up
Arrow) and  (Down Arrow) buttons or
the Scroll Wheel to adjust the channel.

4. Press the center of the Scroll Wheel to save
the channel or press the ESC  (ESC)
button to quit without saving.

Adjusting Frequency
Perform the following steps to adjust the frequency:

1. Use the  (Up Arrow) and 
(Down Arrow) buttons or the Scroll Wheel to
highlight FREQ.

2. Press the center of the Scroll Wheel to
select the frequency.

3. Use the alphanumeric keypad,  (Up
Arrow) and  (Down Arrow) buttons or
the Scroll Wheel to adjust the frequency.

4. Press the center of the Scroll Wheel to save
the frequency or press the ESC  (ESC)
button to quit without saving.
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Signal Hold
Perform the following steps to enable and disable signal hold:

1. Press the HOLD soft key.

2. While the signal hold is active, the HOLD
soft key changes to TRIG and the
background of the soft key is set to yellow
to indicate the signal hold is active.

3. To stop the signal hold, select the TRIG soft
key.
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Signal Hold
Perform the following steps to enable and disable signal hold:

1. Press the  (Page Up) and 
(Page Down) buttons to view the second
set of softkeys.

2. Press the HOLD soft key.

3. While the signal hold is active, the HOLD
soft key changes to TRIG and the
background of the soft key is set to yellow
to indicate the signal hold is active.

4. To stop the signal hold, select the TRIG soft
key.
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Saving Screen Capture Files
Perform the following steps to save a screen capture file:

1. Press the SAVE soft key.

2. The Screen Name dialog box will appear.

3. Use the alphanumeric keypad to enter a
screen file name.

4. Press the center of the Scroll Wheel to save
the screen capture file or press the ESC

(ESC) button to quit without saving.




